
MODEL CAN BE USED IN CONJUNCTION WITH:

ORDERING

KEY FEATURES:
• Daisy Chain Multiple Drivers 
• 12VDC 
•  Accomodates 2 Mini Downlights

MLD

LUMI MINI LIGHT
DUAL DRIVER

•  Cube or Straight 12VDC Power
•  LUMI Mini Downlights

MINI LIGHT
DRIVER

The MINI LIGHT DRIVER makes installing our Mini 
Lumi downlights into any ceiling or star panel hassle 
free. Each module accomodates two mini lights and 
can daisy chain up to 10 sets before needing another 
power supply.
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SPECIFICATION
MINI LIGHT DRIVER 
DUAL MINI LIGHT DRIVER
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LEAD WIRE

POWER IN

No need to connect to 12V power supply (A)
 to module when using LINK as RJ45 cable 

becomes your power conductor

2ND MINI LIGHT DRIVER
(OPTIONAL)

ADVANCED-PRO (RGBW Perimeter Lighting)

RGB MINI (RGB Perimeter Lighting)

ADDRESSABLE FIREWORK MODULE

ADDRESSABLE CONSTELLATION MODULE

ADDRESSABLE SHOOTING STAR MODULE

TWILIGHT WHITE STAR KIT

TWILIGHT COLOR STAR KIT

DAISY
CHAIN
DRIVERS
(OPTIONAL)

GREEN = GROUND
N = NEUTRAL
L = LINE

RJ45 IN

RJ45 OUT

+V -V

12V/1.67A

DC OK

+V ADJ

+

100-240VAC
0.55A

50/60Hz

N L

DC
OK

BUILD YOUR UNIVERSE BY CONNECTING
ADDITIONAL MODULES, CONTROLLERS, & ACCESSORIES. 
EPIXSKY ALLOWS YOU TO EXPAND YOUR STAR SYSTEM WITH 
RJ45 PORTS FOR THE ULTIMATE SIMPLICITY AND CONTROL!

NOTE:
YOU CAN USE OUR WiFi 

INTERFACE OR A 3RD PARTY 
RS-232 CONTROLLER HERE

THIRD PARTY CONTROL

or connect to
12V power supply *
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BARREL JACK
POWER SUPPLY

LEAD RS-232
JUMPER CABLE

(35’)

WIRING DIAGRAM
MINI LIGHT DRIVER 


